
 

RS Audiomind 
8 Channel Digital Sound Processor 

 
High end 

components  

• 2x Xmos XUF 216 processing at 192kHz sample rate 
• Full internal sample rate till 192kHz 
• ESS 9038 Pro DAC Chip 32bit/786kHz 
• 24x High End OP amps 
• High quality high current low impedance capacitors 
• High quality metalfilm melf resistors 

 

 
Inputs  

• 8 High/low level input 
• Toslink up to 92kHz at 24 bit 
• Optical up to 192Khz at 24 bit 
• USB DAC up to 192 Khz at 32 bit 

 

Outputs  • 8x RCA outputs 
 

 
Input EQ 

• Independent adjustable for each channel 
• 8 band parametric EQ 20Hz-20kHz 
• Q 0,5-10 
• Gain from+3dB to -15dB 

 

Input delay  • Input delay for sound reconstruction 0,001ms 
• ms/cm step 0-725cm 

 

Frequence response  • 10Hz-90Khz +/- 1dB 
 

Output Crossover • Independent adjustable for each channel 
• Picking EQ low shelf/high shelf 
• Filter type: Butterwoth/Linkwitz/Bessel/Chebychef 

 

 
 

Output EQ 

• Independent adjustable for each channel 
• EQ type: peaking EQ, Low shelf/high shelf 
• 8 band parametric EQ 20Hz – 20kHz 
• Switchable gain +3dB-15dB or 0dB-18dB 
• Q 0,5-10 
• IIR Filter 

 

Output Polarity  • Reversable phase 
 

Output Delay  • Independent adjustable for each channel step 0,001ms 
 

Output Volume  • Master -100 to 0dB 
• Channel output gain -30 to 0dB 

 

PC Tuning  • Software compatible with all devices: 
           MAC/Linux/Windows/Android/IOS 
 

Dimensions • 260x195x50 mm 

 

 


